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PHOMNE: Area 305—696-0950
3746 E. 10th CT. — HIALEAH, FLORIDA 33013
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LOADING

Press cartridge down with thumb until caught
under magozine lips. Repeat until full. Turn
safety, Fig. 2. (H}) down to SAFE [green ex-
posed, Push magazine up inte receiver until a
click indicates the magozine lock has snapped
inte place. Pull operating slide handle {J)
back and release it — thereby chambering first
carfridge. It is o good habit to strike handle
with heel of hand to make certain bolt is firmly
seated and locked. Turn safety back to FIRE
{red exposed).

FIG. 1.

DADING

Turn spfety dewn to SAFE igreen ex-
posed}s

Press ripgazine lock (M) in Fig. 2. L g
Slide magozine down and out. o
Pull operating slide back to eject re-
maining cartridge.

Magazine is unloaded by sliding cart-
ridges forward and out, one at a time.

FIG. 2.
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Front sight is of the fixed blade type. Rear
sight is of the “peep”’ or aperture type and
is adjustable as follows:

Aperture, Fig. 3(R) slides forward and rear-
ward according to distance to target, and
snaps into indents corresponding to 100,
200, 250, and 300 yards.

Ramp (M} moves left and right, by turning
knob (0O} to correct for windage, or lead on
on moving target. Eoch click corresponds

to 1'" at 100 yds. (2" at 200 yds., etec.).

The carbine bore can be cleaned only from the muzzel, Leave EMPTY magazine
in gun. Pull operating slide to rear. Magazine will held belt epen for cleaning.
Inspect chamber to make sure it is not loaded. Use cleaning rod, which is avails
able from arms dealers, and guide rod with thumb and finger to prevent damaging
rifling ot muzzle. lnspect bore with aid of a bore reflector, small mirror or piece
of white cloth or paper placed in breech opening ot an angle to reflect light. With
bore reflector or mirror, bore can be inspected from both ends. Carbine cartridges
have nencerrosive primers and therefore it is not necessary to use water in clean-
ing the bore. However, nitro-solvent or bore cleaner should be used to dissolve
powder fouling. Dry bore with clean patches after use of nitro-solvent or bore
cleaner, and oil bore with potch sooked in preservative oil. Be sure to remove
grease or any ohstructions from bare prior to firing.
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The carbine is gas-operated and has a short stroke action. As soon as bullet
(A) is forward of gas port (B) in barrel, gas from the burning powder expands
through gas pert into gas cylinder (C } and thrusts the pisten (D) rearward.
The piston strikes the operating slide (E), starting it into motion, and the
piston is stopped after about 318" of travel by the barrel {F). As the operat-
ing slide starts to the rear, the recoil spring (G) begins to be compressed. The
operating slide moves rearward about 516" before its cam contacts operating
lug of bolt. This allows operating slide to gain speed to overcome inertia of
the locked belt, and also gives time for bullet to elear muzzle, allowing pres-
sure in barrel te be reduced te eutside pressure befere belt begins to unleck.
As operating slide continues to the rear, it compresses the recoil spring and
cams the bolt countercleckwise to unlocked position. Extrection and ejec-
tion of fired cartridge case, withdrawl of firing pin to safe position inside
bolt, and cocking of hammer cccurs as bolt moves rearward. When operating
slide and belt move forward, pushed by the compressed recoil spring, the
bolt strips top round from magazine and shoves it inte chamber. When bolt
reaches forward position, cam in operating slide rotates bolt clockwise so
locking lugs on either side of bolt head engage locking shoulders in receiver.

Your new Universal Gun has been drilled and tapped for a scope mount. The
bose mount and screws are enclosed in the box with your gun. Follow the
simple directions to insure best results.

Remove action from stock (See Field Stripping Instructions). Remove plastic
insert used to protect screw holes and inletted area. Fasten baose to receiver
with four screws extremely tight. Gunsmiths often apply o bonding cement
[available at hardware stores) to the screws and under the base for greater se-
curity. Tighten each of the four base cap screws a little at o time until they
are very tight sothere con be noslippoge. The rifle is thenready for sightingin.

Before attaching scope, windage and elevation adjustments should be zeroed
or centered. (See your Scope Instructions). The scope turret must be forward
of the mount. Slip the mount caps over the tube. Don't remove the scope turret
or eyepiece.

Fasten the mount in position on the bose. Place the gun in a vice or some
fixed position with the bore or regular sights precisely aligned on a target
about 40 feet distant. To beresight rifles, look through the barrel by means of
a small mirror held at an angle in the breech. Without moving the rifle from its
boresighted position, the scope should be adjusted to the boresight mark.
IMPORTANT: All screws are specially hardened. Turn them as tightly as
possible to eliminate posibility of loosening from recoil or rough handling.







